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With its €75 interconnect cable and matching €290 speaker cable, HiDiamond aims to offer good sound quality even for beginners. 
Will the Italian Top Bronze series be able to achieve this goal? 

Text by: Tom Frantzen 

HiDiamond is an Italian company based in Anzio, near 
Rome, founded in 2000 by Dr. Salvatore Filippelli, then a 
top manager in the telecommunications sector. The 
company attaches great importance to the exclusive use of 
the best materials and has in-house laboratories capable of 
measuring and testing all the most important cable 
parameters. 

HiDiamond cables and the conductor material used are 
based on a special manufacturing and extraction process 
called U P-SCC 4VRC©, which guarantees a copper 
conductor material of exceptional purity (Ultra Pure Single 
Crystal Copper). Typically, the raw material, copper, is 
supplied in the form of rolled wire rod with a cross-section 
of 6 mm and a length of 100 meters. This is extruded and 
calibrated until it is transformed into a wire with a cross-
section of 0.10 mm and a diameter of 10 mm. A new machine offers more 

precision in machining Copper 

The higher the copper content, the easier it is to obtain 
small and stable units.   In the 4VRC© (Single Crystal 
Copper) process, copper is "baked" four times. This 
allows you to achieve a higher degree of purity than the 
standard. The braid/core is processed four times instead 
of twice at different temperatures to reduce resistance, 
inductance and capacitance. This lower resistance is 
meant to improve noise and grounding. The cables are 
soldered with a high-quality silver alloy. 

The Top Bronze Series test set consists of the standard 2 
x 3 meter speaker cable in HiDiamond Bronze series is the 
1 meter Signal Top Bronze RCA signal version. 



STEREO 10/2025  

alimentazione
 

   
Here you can clearly see the internal structure of the 

HiDiamond cable (coaxial cable and RCA cable). 
 
Much better than accessories 

Are High-quality hi-end cables specially 
developed. The not very expensive cables, among other 
things, offer the best possible audio quality compared 
to the flat wires and the result can be felt; Steps to more 
expensive cables are usually shorter even if necessary 
for expensive audio systems. 

Explanation: While low-frequency interconnect cables, 
i.e., cables for connecting components, aim for the 
lowest possible capacitance to avoid slowing down low-
voltage signals, the situation is different for speaker and 

 

Top manager Dr. Salvatore Filippelli 
founded HiDiamond in 2000. 

The Top Bronze RCA cable follows the sonically 
advantageous trend towards low-mass connectors. 

 
 
 
 

The   power is transferred and the voltage is not high. The 
capacitance (at least) is irrelevant, as the voltage drops 
to too high an inductance, which in turn can "break", 
thus hindering the transfer. 

In the interconnect, we combined this with 
monocrystalline copper with rhodium-plated RCA 
connectors. The durable outer sheath is 7 mm thick and 
the high mechanical flexibility is very good in practice. 
While the ohmic resistance of 7.5 ohms per 100 ohms is 
still clearly visible, the maximum capacitance of 123 
picofarads is pleasantly low for a high-end interconnect. 

If, for example, you need a large number of analog cables 
for signal amplification or multi-channel applications, 
this high-quality analog cable at an affordable price is a 
must-have. The connectors follow the principle of the 
low-mass connector. 

Speaker cables naturally use more refined pure copper 
than traditional cable cables, as they transfer current 
and therefore power.   The HiDiamond Top Bronze is 
made with a cross-section of 
2 x 2.5mm square and banana connectors with low 
ground cables.   We measured the inductance (not
 specified) at 0.1 
microhenry per meter, a very low value. 

Both fabric-like cable sheaths are discreet, slightly retro, 
but elegant in earth tones of brown and beige. The 
connectors seem sturdy, not suitable for beginners. 

The sound is open and balanced, with temperament and 
full-bodied power even in the lower registers. 

The top wire of the bronze speaker features a sleek sheath with 
banana plugs. 

 
 
 
 

Of course, this goes even further in itself, as does the authority in 
the management of musical plans. Musically quality is important, 
that is to say he has a worthy voice, in the middle register. It's all 
about the connection between the speakers. 

CONCLUSION 

The HiDiamond cables are priced suitable for beginners and 
intermediate users, but surprisingly, they are of higher quality than 
expected and also offer superior audio quality. They also cater to 
more demanding customers. Of course, for a considerably larger 
amount, you can get consequently (but not 
proportionally) more.     In conclusion, these cables are almost too 
good for an entry-level system and certainly won't compromise 
overall audiophile performance. 

HIDIAMOND TOP BRONZE 
 

Price for Signal Top Bronze: 100 € (1 stereo meter) 
Price for Top Bronze (LS) Single Wire: 400 € (2 x 3 meters stereo) 
Information: www.earaudio.de 
Conductor Material: Monocrystalline Copper 

 
We heard this: 

AI Jarreau "Mornin" 
Tori Amos "Winter" 
Joe Jackson "Steppin Out" 

 

Pros: Cheap, sonically neutral, but quite lively cable set. 
 

CONS: The color of the wires and shiny plugs can be a 
matter of taste. 

http://www.earaudio.de/
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